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INTRODUCTION

A critical problem in producing metal matrix composites (MMC) is the
handling and damaging of brittle fibers due to high process temperatures and
pressures. A process which does not require high temperatures or pressures is
; electrodeposition in aqueous solutions which offers a number of other benefits.
Recognition of these benefits in the late 1960's resulted in numerous studies
o (refs 1-13) on the formation of filament-reinforced metal matrix composites by
electrodeposition (i.e., electrocomposites). Since that time, much of the
attention has been given to carbon filament-reinforced composites and to protec-
o tive coatings on carbon, boron, and silicon carbide for high temperature
r. environments.
The concept of fibrous-reinforced metal matrix composites may be regarded
. as one of the greatest material contributions of all times. Before the develop-
ment of MMC, fibrous ceramics were usually considered unsuitable as candidate
structural materials owing to their brittleness. Now the user can encapsulate
these high strength and high modulus filaments into a suitable protective matrix
o to tailor the material to his specific needs. However, the success of high per-
formance composites will depend not only on the quality of the filament, but on
o the process employed to fabricate the composite.

In previous studies on electrodeposition, most investigators were deeply
concerned about composite properties, but gave little attention to electro-
X forming techniques. The technique or plating practice employed plays a major
: role in the soundness and quality of the matrix metal encapsulating fibers or
. filaments. Therefore, a complete understanding of the electrodeposition of

metals should prove invaluable for the fabrication of high performance com-

iy posites.

References are listed at the end of this report.
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o OBJECTIVE
o
L)
ﬂkx The purpose of this report is to provide an updated evaluation of filament-
LI
- reinforced electrocomoosites. In order to accomplish this, the important bene-
20
-
i:: fits and limitations of the process will be summarized, followed by a review of
<ﬁ} the literature on electroforming as a viable process to produce composites.
)
o~ BENEFITS OF ELECTROCOMPOSITES
Af;: * No high temperatures or pressures are required in processing.
P ."A
" e A variety of composite forms can be produced with little or no post-
:! machining required.
N
j** ¢ Deposition rate and purity of the matrix metal are easily controliled.
K
o ¢ Filament spacing, tension, and volume are flexible and easily controlled.
o e The filaments are easily pretreated (cleaned, etched, precoated, etc.)
=
oA for maximum wetting and control of filament-matrix bonding.
Py )
Lt
W
= * Finished composites have no size restrictions.
1
n'){ e The process can be interrupted and resumed at any time.
:4& e Matrix properties can be changed by the use of pulse plating, periodic
N7
:j reverse, ultrasonics, bath additives, etc.
' :f ¢ Standardized interfaces (free of temperature or pressure effects) are
.-.."
j$$ provided for post-heating reaction studies.
¢ Several metals and alloys are available as candidates to be plated as
.«;- matrix materials.
ON
. \'
o
ol DISADVANTAGES OF ELECTROCOMPOSITES
.:!: e Not all matrix alloys or metals can be plated.
\ 2
l‘
:.*k * Thick composite sections > 25 mm (1 inch) may be impractical for plating.
o )
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fb e Cross-wrapping of large diameter (> 4 mils) conductive filaments may
.'D
(W0
;;U require interim machining to eliminate voids.
NN
. e Complex forms may be impractical to produce.
\
o From the above benefits, the absence of high temperature and pressure are
R
X :§ ‘ the most important. Other major benefits are the ease of pretreating, spacing
| )
. of filaments, and freedom of post-machining.
5
-
55 REVIEW OF PREVIQUS STUDIES
'l‘,J
L Discussion of problems encountered and opposing views in the literature, in
'fﬁ reference to the above benefits, are as follows.
ﬁ: Electrodeposition of Matrix Alloys
N
v In their assessment of electroforming, Schoutens and Tempo (ref 14) indi-
J ‘ cated the inability to deposit alloys. On the contrary, several alloys are com-
e
13; monly applied through electrodeposition, some of which are commerically plated
g:' on a large scale such as brass, bronze, lead-tin, and nickel, cobalt, iron
+
fN: alloys, etc. However, some alloys are still in the experimental stage and many
d \.
;:: of the complex alloys cannot be plated at all.
) .
“j' The fundamentals of alloy deposition and some of their properties have been
- presented by several authors, such as Brenner (ref 15), Raub and Muller (ref
a8
'
f;; 16), and Faust (ref 17). The principles and control variables which apply %o
L -
‘;{ alloy deposition, however, are more complex than single-metal deposition.
;:f Impurities in Electrodeposits
oS
ljt Schoutens and Tempo (ref 14) also claimed the impurities in a metal matrix
&
‘; as a limitation of plating. From a strict sense, no material is impurity free,
A Safranek (ref 18) provides comprehensive data on impurities and effects in
-
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. )’
.
"
4. “ 3
5
1,

0 ‘n 'o' OB IAOSSONSOS0O0H
) m'*.’ “0.‘. i .‘ " ". “ﬁ Pyt ."\..!l‘- !.. W '0,. DO I BN I SO AN




CXSENI

(AR ® ‘

4

electrodeposits. However, properly plated metals can be more pure than

thermally-prepared metals. In fact, some high purity metals listed in the

Metals Handboik (ref 19) are electrolytic.

Electrodeposition of Oxidation-Resistant Alloys

Baker et al (ref 7) reported the inability to plate oxidation-resistant
alloys. Although not all oxidation-resistant alloys are amenable to plating, it
is also doubtful whether many can be thermally prepared as matrix materials to
produce sound composites. A number of these alloys surveyed by Brenner (ref 15)
may prove to be very successful as oxidation-resistant matrix materials, some of
which may still be in the experimental stage. Chromium-iron (ref 20) and iron-
nickel-chromium (ref 21) alloys have also been reported. In an earlier study,
Browning et al (ref 22) electroformed cobalt-tungsten (35 percent) alloys with
higher strength than HS-25 alloys above 1100°F which may be useful with modi-
fications. In the same study, promising quaternary alloys of cobalt-tungsten-
nickel-iron were also produced.

Chromium metal, which has high oxidation resistance, can also be plated as
a protective coating onto filaments and/or onto the surface of composites. For
more severe environments, chromium coatings on composites may be laser-treated

to produce surface alloying with the matrix (refs 23,24).

BOND STRENGTH OF THE FILAMENT-MATRIX INTERFACE

A high order of adhesion on surfaces of refractory, ceramic, and
noncrystalline materials is difficult to achieve compared to iron group metals,
regardless of the process employed to encapsulate the filaments. In some cases
it will be necessary to place considerable dependence on mechanical locking
between matrix and filament by chemical etching and post-heat treatment,

Reports of problems and solutions which confirm the above are as follows.
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Tungsten Filaments

Cooper (ref 6) reported poor bond strength with the plating of copper on 100

uM (4 mil) diameter tungsten filaments. High adhesion on most refractory metal

'5{ surfaces is very difficult pecause of their tenacious oxide-filmed surfaces.
:§~ Heat treatment was suggested as a means to improve bond strength, but etching
: D) the filament was not mentioned.
n".
o Another factor which must be considered is the diameter of the filament.
P
N Larger diameter filaments require higher bond strength (refs 12,25) for optimum
. stress transfer:
l:'.‘
l:" O'f
o,
P Sg = ---- (1)
¥ B " 2u/r
-'\-
where Sg is the minimum bond strength required and g¢ is the filament strength.
l:i Ahmad et al (ref 5) reported high strength values of various volume frac-
S
ﬁj tions of 12.5 uM (X% mil) diameter tungsten filaments in electrodeposited nickel
b
§_J without any cleaning or pretreatment of filaments (Figure 1). Withers and
A\~
':j Abrams (ref 10) showed Tower strengths with 2 mil tungsten filaments in nickel
.:{
~7 (Table 1I).
[~
= Boron and Silicon Carbide Filaments
Y
rl
i{ Chuang (ref 26) reported a problem with delamination and poor bond strength
)
N of silicon carbide-nickel composites. Delamination and poor adhesion could be
S
.: caused by high residual tensile stresses in the deposit, which could be due to
X
>
:_ organic bath impurities. However, as previously mentioned, high adhesion of
\--
f:f metals on silicon carbide and boron filaments (which are semiconductors) is dif-
_,i ficult to achieve. Therefore, chemical etching and heat treatment is highly
S
o recommended to improve bonding.
Ao
.
&
o
26
S 5
&
0

.J‘ - .
¢ ¥, Al
Y ntnt e M S

-
. OO Q0L OB b T ROy T Tt e e T Vont
JOCOROOO R OOUORN00GE O O OGO T OO A M UGN A RS W,
""71‘07-..3'4.vl'c"i'!'"1“’0"“."‘.0*‘?""0 '?0“‘.0"?a'ito‘:.'l.,."‘.'-l?e"\fa":"' M "' v".,A."r" PRL A e 4 a.‘ RO N
R e . .




= SR

346

*w

‘,
LY

Zann
rr%h %

13 S

psl.

STRESS x 103
3 %

12

- 20

o Figure 1, Strength of 12.5 uM (x mil) tungsten—m‘cke] Compositesg (annealeq).

- PR -

. -‘ oy )‘r' ', ,7“"",’"";‘ LA LA % AT ..‘ " S - " - - Yo e LN .‘...'.....
AR R ok Lelr g Sl T LAt e e ,:3:‘“;“’;"' X f'! L M) - i adn_’é.'.ld.«’l‘l‘!e ,'!"b.".lr‘i’.:'lffl}"'.;!0l-;'l!"".,l.‘.,.'.ft




8 - - - - (1) Lv/d
6€ - - - - 9" §€ [unoy %
3,059
€L 0§ | oSISt | 00G 2S¢ [ ve paield () N/M
se Liw X%
oL 05 | 0sTS€ | oos 2S¢ 95 J(op)'N/M SLIw ¥y-2
oL - - - - VE [(o7)IN/D!S SLIw Y
- - - - - ¥€ [ 3,006
- - - - - ve paietd |(gz)LN/N8
se | s|tw g°g
- - - - - 8y | 3.00S
pajeay
- - - - - sy paield | (gz)na/se
se |siiw g’g ~
- -4 UG U TP DU U I SENEN T S —
- - 82 | w896l | 09 | v | - - v9 (13 - - - §Z | 0.00§
- - 22 a9psi | &21 88 - - 00t oL - - - - Sz fareld | (o1)iN/8
se S|tw ¢
— e . —— [ [ -
- - s sLsLt | tet 58 [x8°L et " G2 8t - - Z€ (or)Lv/8 SLtw
9°66 LL vl Z¥86 |27 9¢ v G2 S°L €L2s | €°vl ot S§ $998¢ | oo¢ 01z | st (tr)tv/8 sitw v
TT¢g {08 | 9vec 1z9¢z | 891 2el | 2762 9ILLT 06 €9 Z°LS Zizov | esc €Lz | 1§
L8 zv 9°2¢ 8l62Z | 681 Zel | 1-v2 w691 19 4 9°9g 06L6€ | SOV 82 | 2v ()'N/8 SLLw ¥
P3151paud | paiotpadd Jtsds0t | (ww/bx |tsdcol | ;ww/Bxy |18d,07 | -wii/6% Jrsd 01 | -wu/bY [tsd,01 | ;ww/6Y [rsdc01 | wu/B3 | (¢d (y04)waIsAs
SN nNpolW y3buauis [ sn|npon yirbuanyg © sSninpowW yabuauiys SN{NpOW yibuauis 0/A a1t sodwo)
SIUNIXLKW SIINIXLY 31Lsodwo) 3tsua] XLJYIel ajeuwLyn jusawe| L 4 3l Lsual
30 any jo a|ny 33t sodwo) XLdlen juswe| L4
R N R S _ R S R B
SWILSAS 31IS04WOJI0HLD373 SNOIUVA 40 SITLHIJOHd TVIINVHIIW I 318vl
, . .y R AR =S et gl ol TLPCNAY
. .%\-\.\fnf )..\au.. WI\ -\ ' -f\b- S _\n-%-.-y‘ﬁ. - hi L' I {V\.

.-
U.

el

;)
ity

"ns‘frf"‘ ¢

i

BTGy e IR T Ty Ny Nl
(- T ke
e ""'!.!'A ..,l \ o * 2, . “l.-' b G“.!" .'." "‘“.v ‘.&

"



N N 9y Ak e ial pa mMTTET RETTRT TR RE TR

F

_1 AR ]
} SN

’
LR 1

A study on bond strength measurements by filament pull-out of boron and

’y Yy

’

;: silicon carbide in electrodeposited nickel was reported by Greco et al (ref 12).
, (\
v Results have shown that the combination of filament etching and post-heat treat-
~{: ment significantly increased bond strength up to 500°C. Also, the tensile
i _-"
;f: strength of single filaments of both boron and silicon carbide significantly
) ‘.:
. increased with etching. In a later study (ref 13}, the bond strength of nickel
}i: to nitride~-coated boron filaments was measured, showing greater increases than
r.‘u.
}: boron (Table I1I). Wittich (ref 27) also found that nitride-coated boron fila-
v,
) ments in nickel gave good results (Table I).
,h
b~
i: TABLE II. BOND STRENGTH OF NITRIDE-COATED BORON-NICKEL COMPOSITES
-,
- Average
Bond Strength
v Filament Heat Treatment Psi kg/mm?
o Boron (BN) None 2820 1.98
s
- Boron None 1830 1.29
¥
%”- Boron (BN) 500°C (970°F) 5310 3.73
4/-:':
L Boron 500°C (970°F) 3206 2.25
;) Alexander and Stuhrke (ref 9) also reported increased bond strength with
~j§ etching of boron filaments and heat treatment of boron-nickel composites.
-,
'Q} Adsit (ref 8) attributed poor adhesion of boron-nickel composites to very
}l
]
® close spacing of the filaments. The poor adhesion which may occur in this case
_if is the joining of nickel to nickel from two adjoining filaments due to lateral
}: growth morphology forming triangular voids between filaments (Figure 2).
g
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{:« Due to growth morphology on conductive filaments, specific steps must be
iy
.’
'-jf taken to eliminate voids. A unidirectional row of filaments is first wound on a
b
R mandrel with careful spacing followed by complete encapsulation. Then a second
A
::§: layer of filaments is wound and spaced in the valleys formed between the fila-
{:: ments of the first row and encapsulated (Figure 3), etc. If nodules or any
. v
{) other irregularities from crystal growth form in the valleys, the following
iy "..‘:
b, filament will unavoidably be misplaced, leading to possible void formation
T
A
o (refs 8,13).
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o Sound electrocomposites with 42 volume percent (v/¢) boron filaments were
b: successfully produced. Composites with 56 v/o boron filaments contained 10 per-
» cent voids (ref 9).

i: A method (ref 13) used to eliminate voids with large diameter filaments was
N

~ to remove the mandrel after each row of filaments was encapsulated, followed by
t.

_1{ removal of matrix surface irregularities by machining (Figure 4), The layered
‘i: interfaces of the matrix are due to interrupted plating, however, the surfaces
o

?: have been etched to improve the bond strength between layers.
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e Figure 4, Boron-nickel composite with interrupted plating

;; and machining of layers (100X).

:: With improvements in plating to eliminate voids, it is estimated that a

" minimum of one-filament diameter is necessary to produce a sound and continuous
L)

Zj growth of deposit for complete encapsulation of the filament. Later studies
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(ref 13) showed complete encapsulation of 100 uM (4 mils) diameter nitride-

coated boron nonconductive filaments with spacings as close as 25 uM (1 mil)

(Figure 5). Harris et al (ref 28) encountered porosity problems with nonconduc-

tive filaments, but the diameter was 40 uM (1.6 mil) which obviously created a

different growth pattern.
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e
3 "i Figure 5. Nitride-coated boron-nickel electrocomposite
:‘ with various filament spacing (100X).

ﬂ;} Suchentrunk and Gammel (ref 29) encountered problems with the fabrication
&g ' of a boron fiber-reinforced aluminum pressure vessel. It was designed as a
:;; . hybrid construction (boron-aluminum cylinder with titanium shells) because of
E:?) the stiffness problem with filament winding of boron. Suchentrunk (ref 30) also
f :é encapsulated boron carbide-coated boron fibers in copper, nickel, and aluminum.
e
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Spacing of 50 uM (2 Mils) Conductive and Nonconductive Filaments

Studies (ref 6) with 50 uM (2 mils) diameter nonconductive filaments were
shown to require a spacing of approximately 20 uM.

Baker et al (ref 7) produced electrocomposites with concentrations of 25-55
v/o 50 uM (2 mils) diameter tungsten filament in nickel and encountered
increasing porosity with increasing filaments. The use of wetting agents,
ultrasonics, and periodic reverse were suggested as possible measures to reduce
porosity.

Spacing of 12.5 uM (X Mil) Conductive Filament

Electrocomposites with 44 v/o 12.5 uM (% mil) diameter tungsten filaments
in a nickel matrix were successfully produced (ref 5) with just a few percent
voids by simultaneous winding of filament during plating (Figure 6). The view
after annealing shows that the composite is virtually free of voids.

ODuring these studies it was found that the maximum diameter of conductive
filaments which feasibly could be wound continuously during plating with minimal
void formation was approximately 50 pM (2 mils). Cooper (ref 6) reported
electrocomposites of 556 v/o 100 uM (4 mils) diameter of tungsten filaments in
nickel, but failed to provide any data on voids or strength.

Conductive 12.5 uM (X mil) tungsten filament has been shown to be an ideal
reinforcement for encapsulation with minimal voids by electroforming. However,
the high density of tungsten makgs it a poor candidate where high strength-to-
density ratios are required. The only available small diameter filament with a

high modulus-to-density ratio is graphite filament.
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Figure 6. 44 v/o 12.5 uM (% mil) tungsten filaments in nickel (250X).

CARBON AND GRAPHITE FILAMENT-REINFORCED ELECTROCOMPOSITES

As previously stated, composite studies in recent years have primarily con-
centrated on carbon or graphite filaments due to their high strength and high
modulus properties at high temperature. Chemical reaction and structural
recrystallization studies on graphite fibers coated with various metals showed
deleterious effects in most cases (ref 14). Therefore, a number of studies were

undertaken to further investigate the graphite/metal system. The majority of
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;5? these studies have dealt with the plating of the individual fibers with a pro-
fti tective coating prior to fabrication of the composite by other processes dealing
'¢¢ with high pressures and temperatures. Some of the interesting studies are as
é&gf follows:
:;:: 1. Meiser and Davison (ref 31) have achieved stability of fibers in an

!
‘ia iron/aluminum alloy with a low solubility for graphite. They pointed out that
a;z without a high-strength, high-modulus graphite monofilament, difficulties in

Zﬁ fabrication preclude the successful application of graphite in metal matrices.
‘{3 2. Adsit (ref 8) reported poor copper/nickel composite strength results

Ei and attributed them to the low strength of the carbon yarn available at the
2:4 time. He also stated that the nickel deposit did not fill all the void space in
;f; the yarn, and did not mention the pretreatment of the yarn, or how it was wound
;:; on the cathode mandrel.
:f- Yarns consist of many fine monofilaments which are twisted together and, 1in
S¢~% most cases, are coated with some kind of organic sizing, since most yarns are
fﬁg made for a plastic matrix. Therefore, yarns with an unknown history should

"

?) first be immersed in some suitable solvent to remove the sizing. Schmidt et
«';{ al (ref 32) subjected graphite fibers to different solvents prior to plating.
fzé A technique must be employed to unravel the yarn so that individual fila-
et
.":r ments are separated on the cathode mandrel for complete encapsulation. This

A procedure, although not a simple one, must be taken with all yarns or strands

H% for producing good composites.

ﬁ% 3. Shiota and Watanabe (ref 33) reported the nickel plating of polyacrylo-
ﬁﬁﬁ nitrile (PAN)-based carbon yarn followed by hot pressing of the plated fila- ‘
;3 ments. The yarn consisted of 2000 monofilaments of 8 uM diameter, and they
o
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o~
::3: claimed uniform encapsulation of monofilaments producing composites of high
a7
¥:3: strength. The procedure that was employed to successfully encapsulate the indi-
) vidual filaments is reported in the Japanese literature (refs 34,35).
\HS 4. Some electrocomposites (refs 5,10) were produced with lo.uM diameter
h L]
i filaments of glass yarn in nickel, since they were available and their handling
J ) was similar to graphite (Figure 7).
e
'3{ When available, monofilaments should preclude the use of yarns or strands
A,
‘:: for ease of handling.
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4 -
S
:;:j 5. Beetz and Schmidt (ref 36) reported the successful continuous nickel
‘A
1
ui% deposition onto carbon fibers for electromagnetic interference (EMI) shielding. |
[ha ™, )
, The results show slight losses in tensile and modulus properties, but good
L™ A
b
_j\ compressive and short beam shear properties.
. W
o
-
'ji 6. Jackson and Marjoram (ref 37) studied the compatibility of single car-
-t bon fibers coated with nickel or cobalt, and showed results to be appiicable to
BAS
:ES bulk composites. Carbon fibers undergo structural recrystallization in contact
f;’ with a nickel or cobalt matrix by a dissolution/diffusion/reprecipitation mecha-

nism.
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Graphitized fibers resist recrystallization better than carbonized fibers

because their more orderly, stable structure is more resistant to dissolution.

7. Barlow and Sachs (ref 38) encapsulated 10 v/o carbon fibers in a lead-
tin (93-7) matrix followed by hot pressing at 220 degrees and 10 ton/in.?
pressure. The shear strength of the composite was reported as 45.7 N/mm2 com-
pared to 26 N/mmz for the lead-tin matrix.

8. Chen et al (ref 39) plated carbon fibers with bi-metals of copper and
nickel prior to encapsulation in aluminum by hot pressing for high temperature
studies because of the low solid solubility of carbon in copper. Prior to
plating, the fibers were desized by heating in nitrogen at 970°K followed by
rinsing, immersing in solvents, and rinsing again. The coated carbon-aluminum
composites with copper underlay were inferior to nickel or cobalt coatings alone
at temperatures above 1020°K,

9. Baker et al (ref 40) reported on two methods of producing electrocom-
posites with carbon fibers; the fabrication of filament-wound components and the
forming of warp sheets which can be bonded to form laminates. The latter proc-
ess was quite successful.

10. Lewis and Walter (ref 41) reported on the electroforming of carbon or
boron fibers in a nickel-cobalt matrix alloy by electroless plating. This is
interesting since not many papers have been published on plating an alloy

matrix.

11. Lavrenko et al (ref 42) plated copper on graphite and silicon carbide-

coated graphite filaments.

MECHANICAL PROPERTIES OF ELECTROCOMPOSITES

Flat tensile specimens with continuous filaments can be conveniently pre-

pared on oval mandrels (Figure 8). The cutting and trimming of composite test

18
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bt specimens are more difficult than conventional ones, since care must be taken to

BN avoid filament damage.
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o Figure 8. Mandrel design for producing flat tensile

g

J composite specimens (ref 10).

-
¢§- Strength measurements of continuous filament-reinforced electrocomposites
N

‘:j with minimal voids compare favorably well with calculated values from the rule
o of mixtures. Table I shows some of the results of different electrocomposite
-2,

aj systems reported in the literature. Low strength values are usually related to
>

aﬁ high porosity and low bond strength. Much of the data to assess the quality of
.' the different composite systems is lacking in the table. For example, the

-,

’3 average strength and modulus values of the filaments are required for calcu-
ey

: lating the theoretical strengths of the composites. Some investigators provide
"y

- the values given by the manufacturer which could be misleading. A recommended
s .
L.
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o practice is to measure the strengths of several filaments from each lot to
-
: obtain an average. One reference (ref 9) provided boron filament T.S. which
L
8.
ranged from 162 kg/mm2 (231,000 psi) to 300 kg/mm2 (427,000 psi) for a group of
K. :
»ﬁ composites.
&
Y SUMMARY
Iy Electrodeposition has been shown to be a viable process for producing sound
ﬁ' and high strength composites. However, there is room for much improvement in
: the reproducibility of composites with further advancements in plating tech-
“ niques and filament making.
b, From the foregoing, we have learned that successful electrocomposites were
b,
,;: produced with the following techniques:
< 1. Conductive filaments with a diameter of 25 uM (% mil) or less were
N simultaneously wound on a mandrel during plating.
N 2. Nonconductive filaments of 100 uM (4 mils) diameter were unidirec-
i
- tionally wound in single rows with a minimum spacing of one-half filament
’ diameter followed by plating for complete encapsulation. Then, a second row was
: wound and plated, etc., without removing the mandrel or interrupting electroly-
Y sis when the deposit was relatively smooth.
o
j 3. Conductive filaments of 100 uM (4 mils) diameter were processed the
o
4 same as above with two exceptions: minimum spacing was one-filament diameter and
¢
. the mandrel was removed after each row was plated to remove surface irregulari-
s
” ties by machining.
N 4. Single layers of filaments were also encapsulated by an electrodeposit ‘
q
:Q to form warp sheets or foils followed by hot pressing. In some cases, single
A\
~z filaments were plated with a thin metal and grouped together by hot pressing.
Y
N
4
\
o
'
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Two of the changes that will significantly improve the quality of electro-
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composites are:

1. The use of finer diameter (< 50 uM) monofilaments with high strength

]
v

Qi, and high modulus-to-density ratios.
ﬁ:\ 2. The use of nonconductive filaments when their diameter is greater than
<) 50 uM (2 mils).

oo

i Studies are also needed in:
:\K 1. Determining the benefits of other pretreatments to improve the wetting
3! L

and bond strength of filaments.

¥,

rz} 2. Furthering studies with the use of ultrasonics, periodic reverse, pulse
'

&, 7
’$x: plating, and other aids to determine their influence on voids and properties of
5 the matrix metal,
T \.
’:ﬁ- c. Increase studies on the plating of matrix alloys.
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ATTN: AMSTA-DDL (TECH LIB) 1
WARREN, MI 48397-5000

COMMANDER

US MILITARY ACADEMY 1
ATTN: DEPARTMENT OF MECHANICS

WEST POINT, NY 10996-1792

US ARMY MISSILE COMMAND

REDSTONE SCIENTIFIC INFO CTR 2
ATTN: DOCUMENTS SECT, BLDG. 4484
REDSTONE ARSENAL, AL 35898-5241

COMMANDER

US ARMY FGN SCIENCE AND TECH CTR
ATTN: DRXST-SD 1
220 7TH STREET, N.E.
CHARLOTTESVILLE, VA 22901

COMMANDER

US ARMY LABCOM

MATERIALS TECHNOLOGY LAB

ATTN: SLCMT-IML (TECH LIB) 2
WATERTOWN, MA 02172-0001
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TECHNICAL REPORT EXTERNAL DISTRIBUTION LIST (CONT'D)

NO. OF
COPIES
COMMANDER
US ARMY LABCOM, ISA
ATTN: SLCIS-IM-TL 1

2800 POWDER MILL ROAD
ADELPHI, MD 20783-1145

COMMANDER

US ARMY RESEARCH OFFICE

ATTN: CHIEF, IPO

P.0. BOX 12211

RESEARCH TRIANGLE PARK, NC 27709-2211

DIRECTOR

US NAVAL RESEARCH LAB

ATTN: MATERIALS SCI & TECH DIVISION
CODE 26-27 (DOC LIB)

WASHINGTON, D.C. 20375

NOTE:

G OGOOOOIGEONT UG OETEH
RALASOONTOET

NO. OF
COPIES
COMMANDER
AIR FORCE ARMAMENT LABORATORY
ATTN: AFATL/MN 1
EGLIN AFB, FL 32543-5434
COMMANDER
AIR FORCE ARMAMENT LABORATORY
ATTN: AFATL/MNG
EGLIN AFB, FL 32542-5000 1
METALS AND CERAMICS INFO CTR
BATTELLE COLUMBUS DIVISION
505 KING AVENUE
COLUMBUS, OH 43201-2693 1

PLEASE NOTIFY COMMANDER, ARMAMENT RESEARCH, DEVELOPMENT, AND ENGINEERING
CENTER, US ARMY AMCCOM, ATTN: BENET LABORATORIES, SMCAR-CCB-TL,
WATERVLIET, NY 12189-4050, OF ANY ADDRESS CHANGES.
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